
DEPUTY SCREEN 
TYPE C SIDE A1

A12B1

B12

Molding

Molding

Molding

PIN 19

PIN 1
HDMI Side

A1

A12 B1

B12
CHIEF SCREEN 
TYPE C SIDE

LAY OUT DISCRETE WIRE PADS ON THE 
CHIEF SCREEN TYPE C SAME SIDE.

SOLDER ALL THE DISCRETE WIRE ON THE PCB SAME 
SIDE,SOLDER ALL THE COAXIAL WIRE ON THE PCB 
ANOTHER SIDE,ADD SHIELD SOLDERING PADS UNDER 
THE COAXIAL WIRE SOLDERING PADS.

DISPENSE GLUE TO COVER ALL 
THE SOLDERING JOINTS

PCB

SECTION B-B

SCALE 2:1

SECTION A-A

SCALE 2:1

DISPENSE GLUE TO COVER ALL 
THE SOLDERING JOINTSTYPE C PLUG

1.Wrap 2*28# GND wires on the all coaxial wires 2~3 
cycles，solder 2*28# GND wires on the deputy screen 
type c shell & HDMI shell.
2.Wrap 1*28# GND wires on the all discrete wires 2~3 
cycles，solder 1*28# GND wires on the deputy screen 
type c shell & chief screen type c shell .
3.Wrap conductive tape on the coaxial wires and 
2*28# GND wires
4.Wrap conductive tape on the discrete wires and 
1*28# GND wires
5.Wrap the all wires together by acetate tape 
outside.
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NOTES:
1. PARAMETER SPEC：SUPPORT 2A CURRENT
2. THE WIRE COLOR IS NOT CONTROLLED.
3. 100% OPEN/SHORT
4. HARMFUL MATERIAL MEET THE REQUIREMENTS OF DRAPHO'S STANDARD DOCUMENT"DQSP2014". 

NO.

1

2

3

4

RAW CABLE

TYPE C CONNECTOR

HDMI CONNECTOR

MATERIAL Q'TY UNIT DESCRIPTION

/ M

2 PCS JCTC TYPE C CONNECTOR,24PIN(TWO SIDES WITH DIFFERENT LAYOUT)

1 PCS HDMI,19PIN,GOLD PLATING 1u"MIN ON CONTACT AREA

36AWG COAXIAL WIRE (IMPENDANCE:50±5Ω)

5

6

Acetate tape / M Thickness 0.12mm Acetate tape

MOLDING MATERIAL / KG OVERMOLDING PVC OR HARDER MATERIAL

Conductive tape M Thickness 0.08mm Conductive tape/

CONDUCTIVE TAPE INSIDE
ACETATE TAPE OUTSIDE

RAW CABLE / M 34AWG DISCRETE WIRE

GND wire / M 28# GND wire without jacket

7

8

LC-UB015021-H

830-0000-197

CONDUCTIVE TAPE INSIDE
TUBE TAPE OUTSIDE

CONDUCTIVE TAPE 

TYPE C PLUG

two stands of conductive 
tape inside，tube tape 
outside

two stands of 
conductive tape

Tube / M Black9



TYPE C SIDE MOLDING SPEC
SPLITER SIDE MOLDING SPEC

HDMI SIDE MOLDING SPEC

BOTH DEPUTY SCREEN & 
CHIEF SCREEN TYPE C SIDE 
SR DIAMETER ARE 6.0±0.2

A12

B12 B1

A1
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TWIST 2x WIRES

HDMI PIN 10 SHORT BRIDGE WITH 
PIN 4 OR 7 AT HDMI SIDE
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